
PLYWOODS

HARDWOOD BB/CC grade Chinese Pencil Cedar faced plywood

FACED Poplar core with Phenolic exterior glue, face 

PLYWOOD and back veneers 0.4mm before sanding,

EN13986 CE2+, EN 636-2s, EN 314-2/Class 2,

EN 335-3/Class 1 & 2 ,E1

Under exterior conditions it is essential to seal panel

edges and both surfaces with an oil based paint.

Not suitable for multiple cutting.

Code Size Bale Qty

HFP4 2440mm x 1220mm x 3.6mm 250

HFP6 2440mm x 1220mm x 6mm 165

HFP9 2440mm x 1220mm x 9mm 100

HFP12 2440mm x 1220mm x 12mm 75

HFP18 2440mm x 1220mm x 18mm 50

HARDWOOD B/BB grade Chinese Hardwood plywood

PLYWOOD EN 636-2, EN 314-2

Under exterior conditions it is essential to seal panel

edges and both surfaces with an oil based paint.

Suitable for re-cutting

Code Size Bale Qty

HTP6 2440mm x 1220mm x 6mm 165

HTP9 2440mm x 1220mm x 9mm 100

HTP12 2440mm x 1220mm x 12mm 75

HTP18 2440mm x 1220mm x 18mm 50

SHEATHING C+/C grade Elliottis Pine plywood. EN13986 CE2+

PINE EN 636-2S, EN 314-2/Class 2, En 335-3/Class 1 & 2

PLYWOOD E1

Available

on 

request

Code Size Bale Qty

CDX18 2440mm x 1220mm x 18mm 50

SHEET MATERIALS
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